CHECK RIGHT NOW! © | 
The following list will enable you to take ~ PULLI NG ’S EASY 


inventory of the PROTO puller parts you 
own and see what additional parts are 
needed to complete your coverage. 


Sets are not listed because PROTO parts are inter- 
changeable, so set parts should be checked off indi- 


vidually. 
Quan- 
tity No. Description 
—1 4001B Wheel Plr. Body 
_2 4001C Ford Cap Screw 
—3 4001J Wheel Pir. Leg 
~3 4001JT Wheel Plr. Leg 
—1 4001R Adapter Ring 
—1 4001S Screw, 8” Long 
—_1 4001T Puller Set Box 
4 4011 Crossarm, 11” 
—1 4012 Screw, 1114” Lg. 
_2 4015 Jaw, 434” Reach 
_2 4016 Jaw, 7” Reach 
2; AQLT Narrow Jaw 
_2 4018 Cap Screw Jaw 
_1 4019 Puller Set Box 
PL 4021 Crossarm, 7” 
2 £022 Screw, 7” Long 
=.2 4025 Jaw, 2” Reach 
—_2 4026 Jaw, 4” Reach 
=)? "4027 Narrow Jaw 
—l1 4029 Puller Set Box 
1 4032A Top of 4032 
_1 4032B Bottom of 4032 
—_2 4032S _ Bolt for 4032 
1 


el 


4 4040-1-14 Step Plates 
4041 Bat. Perec Pir. 


For all of your puller and other hand tool 
needs, see your PROTO tool distributor 
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No. 
4042 
4050B 
4050L 
4050M 
4050S 
4056C 
4056H 
4056J 
4056L 
4056N 


4056PN Snap-Type Pin 


4056R 


4056RS Short Rod 


4056S 
4057J 
4058J 
4061 
4063 
4066 
4071 
4080B 
4080S 
4082 
4515 
4532 


AND INEXPENSIVE 
WITH THE MODERN 


PROTO 


2p 
*%| PULLING 
: METHOD 









Description 

Bat. Term. Plr. 
Bar for 4050 
Large Fulerum 
Med. Fulcrum 
Small Fulcrum 
Crossarm, 6” 
Sliding Hammer 
Reversible Jaw 
Inside Jaw er 
Adjusting Nut Fi 


T-Handled Rod | 


Single Jaw 
Revers ble Jaw 
Pilot Brg. Jaw 
Two-Way Yoke 
Adjusting Nut 
Outside oe 
Three-Way Yoke 
Body for 4080 
Screw for 4080 
Bolt Inserter 
Stud Remover 
Stud Remover 
PROTO OCTOPULLER 
(The ‘“'Killer-Diller’’) 


Pat OFF LOS ANGELES INUS.A 


Litho in U.S.A. 


PROTO PULLERS WILL SHARPLY CUT YOUR COSTS 
BECAUSE THEIR PARTS ARE 


INTERCHANGEABLE 


If you standardize on pullers, you can take care of almost all pulling jobs 
with a relatively few parts. The reason is that these puller parts are interchangeable. 
@ For example, if you own a No. 4060A light-duty two-jaw puller A 
and need a three-jaw puller like our No. 4070C a » you simply add a No. 4071 
three-way yoke 37 , a No. 4056PN pin J] and a No. 4066 jaw ( . @ Either a 
two-jaw or three-jaw light-duty puller can be quickly changed to a slide-hammer 
puller “Sj—am—+ by replacing the screw with a No. 4056R T-handled rod 
4 and a No. 4056H hammer iil . Likewise, the No. 4056 slide- 
hammer puller can be converted to a light-duty puller by adding just one No. 4022 
screw . @ This same screw is used in a No. 4020B medium-duty 
puller Prt , so you can change a light-duty puller to a medium-duty type by add- 
ing a No. 4021 crossarm == and two No. 4025 jaws AZ? or two longer No. 


4026 jaws . @ Heavy-duty pullers, like the No. 40108 fy , 


are equally versatile. Conventional No. 4015 jaws or longer No. 4016 jaws 
Q 
can be replaced by No. 4018 cap screw jaws or by No. 4017 jaws 


for pulling timing gears. Any of these jaws can be used for inside or out- 


side pulling. @ Remember, [PROTO | interchangeability saves you many $. 








MORE JOBS WITH FEWER PULLER PARTS , 


gd Consists of : 
? 1 4011 Crossarm, 11” Long 


1 4012 Screw with 401 2T Tip 
2 4015 Jaws with 434” Reach 
2 4016 Jaws with 7” Reach 


HEAVY-DUTY PULLER SET No. 4010B 


The versatile PROTO No. 4010B puller 
—proved by many years of successful 
operation in thousands of shops—has 
many advantages: 


I 
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Quick-change jaws do not require 
set screws or a locking device of 
any type. 


Preferred straight line pulling is 
possible at any width or depth 
within its size range. 


It is easier to set up, not requiring 
the adjustment of linkage or pins. 


A revolving screw tip does not ride 
out of shafting center, holds bet- 
ter puller alignment and prevents 
damage to shafting. 


Maximum pulling capacity is 
attained and jaw overloading 
avoided by striking the screw head 
(while under pressure) a sharp 
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No locking ~ 
device required 


Preferred straight 
line pulling 


Hammer blow 
greatly increases 
puller capacity 


hammer blow, breaking the inertia of stubborn gears or bearings. This exclusive 
PROTO feature greatly increases the puller’s power over its steady pull capacity. 


Consists of : 

4011 Crossarm, 11” Long 
4012 Screw with 401 2T Tip 
4015 Jaws with 434”” Reach 
4016 Jaws with 7” Reach 
4017 Narrow Jaws 


4018 Cap Screw Jaws 


(Set 4030B is Set 4010B, Plus Jaws 4017 and 4018. 
Set 4030A is Set 4030B, Plus Steel Box 4019.) 


HEAVY-DUTY 


PULLER SET 
No. 4030B 





OHHH — 


This complete heavy-duty puller set is built 
to accommodate all types of pulling jobs. 
The design is basie in its simplicity and, 
combined with its rugged construction, 
eliminates the need for many so-called spe- 








Use of narrow 
jaws on gear 
with cut-out 
sections 


cial pullers. 


The No. 4017 narrow jaws are for use on 
gears having cut-out sections, such as timing 
gears, or in places where space is limited. 


The No. 4018 cap screw jaws are versatile 
in their application. They may be used with- 


Combination 
of cap screw 


out cap screws where a wide-lipped jaw is 
° ° = a. |, = 
required, or with cap screws on parts Sa oon =U ® 
3 : 5 TR i) 
drilled and tapped for cap screw pulling, _ by) =_ 
rh vii - Ee eA. jaws and No. 
-_ goa 4032 separator- 
ae) E puller plate 
= (See Page 6) 


MORE PULLER SETUPS FROM FEWER PARTS 









such as crankshaft gears, hubs and bearing 





cages. 


MEDIUM-DUTY PULLER 


SET No. 4020B PROTO 


Consists of : 

1 4021 Crossarm, 7” Long 

1 4022 Screw with 4022T and 4022TS Tips 
2 4025 Jaws with 2” Reach 

2 4026 Jaws with 4” Reach 

(Set 4020A Is Set 4020B, Plus Steel Box 4029) 


No. 4020B is an ideal puller in size, weight 
and design for use on small electric motor 
bearings, automotive electrical work, 
household appliance parts and all small 
gears and bearings. It has the same basic 
design as the larger heavy-duty pullers. 


PROTO puller screws have detachable tips 
that do not rotate when the screw is turned. 
This “live center” design keeps the tip 


from riding out of the shafting center and 
thus prevents center enlargement and CA 
other shaft damage. The design also 
relieves the screw of excessive strain, pro- 








longs puller life and retains better puller 
alignment. Screw No. 4022 has both a 


No. 4022TS small-diameter tip, for bear- 

: * ri 4022TS 4022T 
ings with 9/32” to 15/32” bores, and a Tip for small- Tip for larger 
No. 4022T tip, for larger bores. bore bearings diameter work 


4 


NARROW JAWS The utility of puller sets is increased appreciably by the 
addition of narrow jaws. They are used in small gears, 

No. 4027 and No. 4017 sprockets and wheels with cut-out sections and in ob- 
structed places where wider jaws will not work. No. 4027 
dVisexe edie Sek jaws are for use with medium-duty puller, set No. 4020B. 
i a: cal a No. 4017 jaws are provided with heavy-duty puller set 
No. 4030B and may be used also with set No. 4010B. 


for Use with Medium-Duty 





Many pulling 
operations require 
narrow jaws 





4027 Jaws 4017 Jaws 


ANOTHER PLUS FEATURE — EXTENDED REACH 


PROTO heavy- and medium-duty puller jaws Nos. 4015, 4016, 4018, 4025 and 4026 
have a hole near the hook so they can be bolted together when extended reach is 
required. This feature, which provides for reaches up to 30”, saves investing in costly 
extra long jaws. Following are the reaches of various jaw combinations: 4025 and 
4026—614”; two 4026—734”; 4016 and 4018—1014”; 4015 and 4016—12)%’; 
two 4016—143¢”; 4015, 4016 and 4017—1914”. 





Bolting together regular PROTO 
jaws makes it possible to pull bearings and 
gears from long shafting without buying expensive long jaws. 


PROTO BEARING SEPARATOR 


AND 
PULLER ATTACHMENT No. 4032 


Addition of No. 4032 improves the utility 
of any puller set. The flat surfaces and 
knife-like edges of the plates are adjust- 
able behind many gears, bearings, pulleys 
and sprockets where space is tco limited 
for the heavier puller hooks. No. 4032 
protects expensive bearings by pulling on 
the bearing cone or race instead of against 
the rollers or balls. It also is ideal as an 
arbor press bed plate. Tapped holes 
receive cap screws which can be pulled 
with cap screw jaws and crossarms. 


STEP PLATE DIAMETERS 








Using separator- 
puller No. 4032 
with the cap 
screw jaws of 


PROTO puller No. 4030B 





STEP PLATE ADAPTERS 
No. 4040-1 to No. 4040-14 


These adapters are used principally on 
hollow shafting or housings to provide a 
base for a regular puller screw when fore- 
ing off gears, bushings, pulleys, etc. They 
are useful also for installing oil seals. 
Many types of car, truck and tractor equip- 


-ment require use of step plates. A hole in 


each plate keeps the puller screw on 
center. As shown in the table, fourteen 
sizes are available. The eleven sizes from 
No. 4040-1 through No. 4040-11 are ob- 
tainable as a set—No. 4040. 





The numerous applications for light-duty 

pullers include repairs of electric motors, 

refrigerators, other household appliances, 

oil pumps, starters, generators, etc. They 

are ideal for many jobs because their nar- 

row jaws get into 

close places and have 

¢ Sa a wide range—from 

0” to 114” for No. 

4056J jaws and 0” 

Amazingly fast jaw tq 3” for No. 4066 
changes can be made é 

with the PROTO jaws. Their proper 

carseeet03GtN use, as shown at 


aball check.Itmakes Tight, will save time, 
screw-type pins obso- money and your 
lete. 


good disposition. 


LIGHT-DUTY PULLERS 


Small to medium-size sprockets, pulleys, 
gears, grease retainers, bearings and bush- 
ings are removed with this type. 


TWO-WAY PULLER THREE-WAY PULLER 
Set No. 4060A Set No. 4070C 


Consists of: Consists of: 

1 4022 Screw with 4022T 1 4022 Screw with 4022T 
and 4022TS Tips and 4022TS Tips 

1 4063 Adjusting Nut 1 4063 Adjusting Nut 

1 4061 Two-Way Yoke 1 4071 Three-Way Yoke 

2 4056PN Snap-Type Pins 3  4056PN Snap-Type Pins 

2 4056) Reversible Jaws 3 4066 Outside Jaws 

2 4066 Outside Jaws 


HOW TO USE A LIGHT-DUTY PULLER 
( 




















Hold jaws in 
place and turn 
screw down 
snugly. 


Tighten adjusting nut 
against jaws. 


Strike end of 
screw shar ply 
with hammer to 
break assembly 
loose. 


Turn down 
screw with 
open end 
wrench. 


ORO | SLIDE-HAMMER PULLER SET No. 4056 


Consists of : 
AO56R T-Handled Rod, 24” Long 
4056H Sliding Hammer, 2.6 Lbs. 





1 

1 

1 4056N Reversible Adjusting Nut 

1 4071 Three-Way Yoke a 

Saree an Three-jaw 
outside 
pulling 


The PROTO No. 4056 slide-hammer 
puller is an essential pulling unit in every 
shop or plant where bearings, grease re- 
tainers, oil seals, sleeves and shafting must. 
be removed. The jaws and adjusting nut 
are reversible, so the set can be used for 
either inside or outside pulling. 


Three-jaw 





With the addition of a No. ie . 
4061 yoke, No. 4056 can be ae ; outside 
converted to a two-jaw puller. aoe pulling 





permits slide-hammer cap caaiecmamnl 


SEE 
The No. 4056C crossarm 









screw pulling, as shown at Cap screw 
4056C right. crossarm 
' pulling 


~ | Rod No. 4056R and ham- 
Q 4 mer 4056H can be set up 
| > With a medium-duty puller 
' t crossarm, No. 4021, and 


No. 4025 or No. 4026 
4025 jaws. 


a 
. 


8 4021 


Medium-duty 
crossarm 


pulling 













deep pulling 
with 4057] jaws 





Using 4056S single jaw and 
4056RS short rod to pull 
grease retainers with 34” 
center hole. 





Use of 


Pulling a blind special 4058] 
bearing with 4080 er for pulling 
collett-ty pe puller a blind bearing 





PROTO parts in- 
terchangeability 
permits use of 
medium-duty 
puller screw No. 
4022 with slide-hammer puller yokes, adjusting 
nuts and jaws. A useful setup with this screw is 
shown above. 





Thrust-screw pulling 


SPECIAL JAWS AND ATTACHMENTS 


FOR USE WITH 
SLIDE-HAMMER PULLER NO. 4056 


No. 4057J reversible jaws— 
3° Z4 parallel to a 2” depth—are for 

2" pulling bearing cups and oil 
T, aa seals that are deep in a sleeve 
4057] Jaws 


or bearing cage. 
Single jaw No. 4056S, 11/16” qi 
diameter, is useful for pulling parts 
in close quarters and at a depth be- 
yond the reach of other jaws. 


Short rod No. 4056RS is needed in bs 
many places having limited clear- 
ance. It is used also for making up 
valve and blind bearing pullers. 





PV SST 
Lae 12%" ‘| 
4056RS 


BLIND BEARI NG PULLERS 
Collett-type No. 4080 pulls 
Chevrolet, Ford and Packard 
pilot bearings quickly and 
without damage. 


= = — 

aed iw a 
4080 

No. 4058J jaws, used with 

slide-hammer puller parts, pull ee 

pilot and other inside bearings 

with 54” to 114” bores and up 4058J Jaws 

to 1” depths. 9 


prom UNIVERSAL WHEEL PULLER No. 4001 


Consists of: 

1 4001B Puller Body, 634” Long 

1 4001S Screw with 4001 ST Tip 

3 4001J Legs with 1 5/16” 
Offset and 9/16” Hole 

1 4001R Ford Adapter Ring 

2 4001C Cap Screws for 4001R 

(Set 4001A is Set 4001, Plus Steel Box 


4001T. Extra Part Available is Leg 4001JT, 
with 134” Offset and 3/4,” Hole.) 


Setup with 
4001 parts 





Simplest, fastest and most 
versatile wheel puller made 
is 4001. Its “live center” 
screw tip reduces the dan- 
ger of spreading or split- 
ting of axles. 
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The PROTO universal puller is 
ideal for many other jobs be- 
sides wheel pulling. Since the 
legs are removable, No. 4001 
can be used for pulling har- 
monic balancers (as shown at 
right), pulleys, sprockets, tim- 
ing gears and other parts tapped 
for cap screw pulling. 





No. 4001 pulls the wheels or 
wheel hubs of practically all 
cars. Its legs adjust quickly to 
drums with 3, 4, 5, 6 or 7 studs 
in circles with 3” to 64%” diam 
eters. With No. 4001JT legs, it 
expands to an 8” diameter and 
pulls wheels of many light 
trucks. 


Adapter ring 4001R and two 
4001C cap screws permit 
pulling hubs of 1948 and 
older Fords. 





SPEGIAL-PURPOSE PULLERS 


PROTO wedge-type stud 
pullers and setters, designed 
for both power and hand 
tool use, are far superior to 





i type. Th i ight, han- 
dle chort ctude and Rave 4 ceall turning vediue, 4515-14" drive, for 4-36" studs 
© 7 4532—3,4” drive, for %"-1” studs 






No. 4082 is for 
pulling new wheel 
attaching bolts into 
position on Chevro- 
let rear axle flanges and peening 
their shoulders. It does this job 
in 1 /6th the usual time because 
it makes rear axle removal un- 
necessary. 4082 


BATTERY 
TERMINAL PU LLERS 









Both types re- 
move terminals 
quickly and 
easily, without 





damaging posts. 4041 
4042 


Set No. 4050 was designed for speedy removal of 
the pinion assembly on GM cars with enclosed 
drive shaft, but it can be used for many other pull- 
ing and prying jobs. Three 
sizes of fulerum plugs are 
provided, thus eliminating 
any leverage problems. 










Pulling 
a pinion 
assembly 
with 4050 
11 


